
Data sheet
Scissor low lift truck 1000/1150-540

- low-lift truck for multifunctional use as a lifting 
platform or pallet truck 

- when reaching a height of approximately 400 mm, 
the truck becomes stationary 

- smoothly adjustable descent control protects goods 
from damage 

   

   

   

Specifications 

Load
 

1000 kg

Min. výška zdvihu 85 mm

Max. výška zdvihu 800 mm

Koleso predné 2x - Ø x 
šírka

180x50/LU (liatina+polyuretán)
mm

Koleso zadné 2x - Ø x 
šírka

75x50/LUZ (liatina+polyuretán)
mm

Dľžka lyžín 1150 mm

Celková šírka lyžín 540 mm

Celkový čas zdvihu (bez 
záťaže) 78 s

Hmotnosť 128 kg

When choosing the right wheel, please note the technical conditions and step-by-step guide in our catalogue (p. 4-17) or visit our website 
https://sk.renost.net/en/. Note: Load capacity refers to dynamic load according to STN EN 12532 (speed: 4 km/h, height of obstacles = 2,5% of the wheel 
diameter for tread hardness ≥ 90° Shore; height of obstacles = 5,0% of the wheel diameter for tread hardness < 90° Shore; temperature 17°C-23°C; 
humidity= 40%-70%).


